
 

 

XCY117M1055C10M 
        

f= 10～55mm  F2.8  C-Mount  10MP 

for  1/1.7”  1/1.8”  1/2.3”  1/2.5”  1/2.8”  1/2.9”  ... 

        ▼ 参数  Specification： 

焦    距  Focal Length 10mm 55mm 

靶面尺寸  Image Format  1/1.7” 1/1.7” 

光圈范围  Max.Aperture Ration F2.8～C F2.8～C 

物距范围  Focus Range 0.01m～Inf. 0.2m～Inf. 

光圈类型  Iris Type Manual Manual 

滤镜尺寸  Filter Size M35.5 ,P=0.5mm M35.5 ,P=0.5mm 

视 场 角  FOV(D×H×V) 

1/1.7” (IMX226) 51.1°× 40.61°× 31.02° 9.62°× 7.70°× 5.78° 

1/1.8” (IMX178) 49.0°× 40.47°× 27.61° 9.22°× 7.67°× 5.12° 

1/2.5” (AR0512) 39.95°× 31.83°× 24.14° 7.42°× 5.94°× 4.45° 

1/2.8” (IMX290) 35.85°× 31.11°× 17.8° 6.65°× 5.80°× 3.26° 

1/3” (AR0135) 33.84°× 26.99°× 20.41° 6.25°× 5.00°× 3.75° 

T V 畸变  TV Distortion -0.1% 0.05% 

接口类型  Mount Type C C 

操    作  Operation 

Iris Manual Manual 

Focus Manual Manual 

Zoom Manual Manual 

镜头尺寸  Dimensions Φ 37.5×64.2mm Φ 37.5×64.2mm 

重    量  Weight 118g±2g 118g±2g 

工作温度  Operating Temperature   -20°～ 60°   -20°～ 60° 

         

       ▼ 尺寸  Dimensions： 

      

 

 

 

 

 

 

 

 

         

 


